
The SD67 Hydraulic Spike Driver is a lightweight and durable tool designed for medium to  
heavy-duty spike driving. The latest SD67 series features a solid one-piece lower foot that enhances its 
performance and durability. It also boasts a new brand color scheme and easy ride leg guards that add 
comfort during operation. The anti-vibration handles and feathering on/off valve ensure smooth and 
controlled tool operation. With 1,300 impact blows per minute, the SD67 Hydraulic Rail Spike Driver is a 
top-performing tool that maximizes productivity in the field.
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SD67 SHORT LONG

CAPACITY (SPIKE HEAD) 1.9 IN. DIA / 4.8 CM DIA 1.9 IN. DIA / 4.8 CM DIA
PRESSURE RANGE 1500 - 2500 PSI / 103 - 172 BAR 1500 - 2500 PSI / 103 - 172 BAR
BLOWS PER MINUTE 1300 TO 1800 1300 TO 1800
MAXIMUM BACK PRESSURE 250 PSI / 17 BAR 250 PSI / 17 BAR
FLOW RANGE 7 - 10 GPM / 26 - 38 LPM 7 - 10 GPM / 26 - 38 LPM
COUPLERS HTMA/EHTMA FLUSH FACE TYPE MALE & FEMALE
CONNECT SIZE AND TYPE 3/8 IN MALE PIPE ADAPTER
WEIGHT 67 LBS / 30 KG 68 LBS/31 KG
LENGTH 25.25 IN. / 64 CM 28.75 IN. / 73 CM
WIDTH 16 IN. / 40.6 CM 16 IN. / 40.6 CM

MODEL NO. DESCRIPTION

SD67101 SPIKE DRIVER, ANTI-VIBRATION HANDLE, SHORT
SD67141 SPIKE DRIVER, ANTI-VIBRATION HANDLE, LONG
SD67101B SPIKE DRIVER, ANTI-VIBRATION HANDLE, SHORT - AERO QUIP
SD67141B SPIKE DRIVER, ANTI-VIBRATION HANDLE, LONG - AERO QUIP

PART NO. DESCRIPTION

31254 ACCUMULATOR CHARGING KIT

FEATURES AND BENEFITS

SPECIFICATIONS

ORDER INFORMATION

ACCESSORIES

■ Anti-vibration handles

■ Solid one-piece lower foot for added durability

■ Feathering On/Off valve 

■ 1,300 blows per minute

■ 2 length options – 28.75 or 32.25 inches

■ Whip hoses and couplers included
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