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SPECIFICATIONS
Rotation Speed at 5 gpm 800 rpm

Blows per Minute at 5 gpm 4200 blows

Weight without Couplers
8.4 lbs

4.1 kg

Length
14.1 in

36 cm

Height
5.6 in

14 cm

Pressure
750-2000 psi

50-114 bar

Flow Range
3-9 gpm

11-34 lpm

Optimum Flow
5 gpm

22.8 lpm

Porting -8 SAE O-ring

Connect Size and Type -8 SAE O-ring

Collar Diameter
55 mm

2.1 in

Motor Integral

Tool Holder / Bit Type SDS Plus

ACCESSORIES
Description Part Number

1/2 inch Friction Chuck with 
Adaptor 72992

SERVICE PARTS
Description Part Number

Seal Kit 72864

Service Kit 72661

The Stanley HD01 hammer drill is ideal for just about any drilling job whether in 
rock, concrete, masonry, wood or metal.

The powerful, high rate, hammer function makes it easy to drill in rock, masonry and 
other like materials. For drilling in materials such as wood and metal, the hammer 
function can be turned off.

The sturdy, light-weight construction of the HD01 features a D-handle and assist 
handle that make it easier to maneuver than a pistol-grip tool. And, the power-to-
weight ratio of the HD01 brings even the toughest jobs down to size.

The HD01 comes standard with a chuck that accepts SDS Plus bits. A geared drill 
chuck and adapter are available for use with common wood auger bits or twist drills. 
The HD01 will accept other common accessories that have the standard SDS Plus 
shank.

A depth gauge attachment is standard.

A build-in fl ow control allows use of the HD01 on hydraulic circuits having                 
3 - 9 gpm / 1 - 34 lpm fl ow.

The unique system selector valve allows the HD01 to be used on open-center or 
closed-center hydraulic systems.


