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SPECIFICATIONS
TJ10
Stroke (Total 
Lift)

8.9 in
 22.6 cm

Amount of 
Travel per 
Pump Stroke

 .15 in
3.8 mm

Lifting Capacity 10 tons
9,072 kg

Weight  45 lbs
20.41 kg

Operating 
Pressure

7,300 psi
500 bar

Maximum 
Handle Effort at 
Full Loadsure

75 lbs
334 N

Maximum Toe 
Height

1.875 in
47.6 mm

Overall 
Collapsed 
Height

14.5 in
36.8 cm

Base Width 
(Standard Ver-
sion)

 6 in
15.2 cm

Base Width 
(Narrow 
Version) 

4.5 in
11.4 cm

Base Length 11 in
27.9 cm

THE LIGHTEST AND MOST 
DURABLE TRACK JACK ON 
THE MARKET . . . 
THE POWER OF
HYDRAULICS

FEATURES:
• The jack boasts the lightest weight of any hydraulic   
 track jack in its class at 43.5 lbs / 19.7 kg
• The jack is available in two different models including   
 the narrow base bridge version, to suit all of your track 
 jack applications 
•   One piece forged aluminum base upright and 
 protected plunger/seals and pump pivot, extends the   
 service life of the jack
•  An accessory anchor point is located in the top of the jack to 
 accept: extensions, fl ex heads, wedge heads, and spreader  
 toes, for a wide range of uses including lifting or moving rail and  
 ties/sleepers. It is ideal for lining and gauging applications
•  10 tons of lifting force
•  Internal reservoir bladder allows operation in any 
 position
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ORDERING INFORMATION

WARRANTY:
Stanley Hydraulic Tools and their associated parts are warranted against defects in materials and workmanship for a period of twelve months from the date of 
purchase. Stanley Hydraulic Tools reserves the right to repair or replace only those parts which prove to have been defective at the time of purchase. This war-
ranty becomes void if maximum fl ow and pressure ratings are exceeded.

MODEL PART NO. DESCRIPTION
 TJ10 TJ10111M Track Jack, Integral Pump, Hydraulic Jack 

(Metric)
TJ10112M Track Jack, Integral Pump, Narrow Base 

Bridge Jack (Metric)
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